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RETURN-FLOW TURBINE ROTOR BLADE DESIH? USING

RYDRCGEN, HELIUM, OR AIR AS COOLANT

By Henry O. Slone and Patrick L.,Donoughe

SUMMARY

An analysis was made to determine the coolant flow and pressure re-
quirements of a return-flow turbine rotor blade which uti~zes hydrogen,
helium, or air as the coolant. The return-flow blade design selected for
this study consists of’a hollow blade shell capped at the blade tip amd
a hollow insert. The coolant flows radially upward between the blade
shell and insert and then radially downward through the hollow insert to
be discharged at the blade root. Required coolant flow and pressure
changes through the blade were obtained for conditions represenktive of
a high-altitude supersonic turbojet engine (fEght Mach nmiber of 2.5 and
altitudes of 50,0(X and 80,000 ft) with a turbine-inlet temperature of
3000° R and a turbine blade root stress of 50,000 psi.

Frcm this analysis it appears that the return-flow blade design con-
sidered would cool turbine rotor blades adequately over a wide range of
operating conditions using hytiogen, helium, or air as the coolant. Us-
ing air as the coolant requires an increase in the required coolant flow
of about 15 and 6 times that required when using hydrogen or helium, re-
spectively. On the basis of preliminary calculations, the use of air as
the coolant for the return-flow blade would require the smallest diam-
eter coolant ducting to transport the coolant to and from the turbine
blades. Hydrogen and helium require pipes about 1.6 and 1.9 times the
diameter of the air ducting. The use of equations which neglect the heat
being transferred across the blade insert will result in blade shell tem-
peratures frm about 1 to 5 percent lower than those obtained when the
heat transfer across the insert is considered.

Up to the present the
vestigations concerning the

most of the analytical and experimental in-
cooling of turbine blades of gas-turbine
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engines to enable operation at high gas temperatures and high centrifugal
blade stresses have emplo~d either expendable air or recirculating 13.q-
uids as the coolents (r&s. 1 and 2). Both air and liquid coolants and
their corresponding coolant systems have their place in the field of air-
craft gas-turbine engine application. Another type of coolant system
that offers interesting possibilities employs a,recirculating gas as the
cOolant. In this respect, both hydrogen and helium are suitable for such
a coolant system because of their excellent heat-transfer characteristics.

This report presents the results of an analysis to determine the
coolant flow and pressure requirements for a particular return-flow tur-
bine rotor blade design utilizing hydrogen, helium, or air as the cool-
ant. The return-flow b+ade design selected for this @udy consists of
a hollow blade shell capped at the blade tip and a hollow insert. The
coolant flows radially upward between the blade sheXl and the insert and
then radially downward through the hollow insert to be discharged at the
blade root.

The advantages and disadvantages of using an air-cooltng system
wherein the air is discharged at the blade-”tipare discussed in detail
in reference 3 with relation to the effects of air-coo~ng on engine
specific thrust and thrust speci$ic fuel consumption...Some of the gains
and problems that are apparent in recirculating-liquid-cooledsystems
with special emphasis on engine performance are discussed in reference
4. The use of a recirculating gas in a cOolant system offers several.
attractive advantages. The incremental losdes in engine specific thrust
or power and the possibility of higher specific fuel consumption that
accompany an atr-cooling system wherein the air is discharged at the
blade tip may be lessened with the recircfiting-gas systa since this
type of cooling system approaches the systems discussed in reference 4
for liquid-cooling. If hydrogen or helim is used as the coolant in the
recirculating-gas cooling system, the necessity of large amounts of
coolant surface necessary for the air-cooled turbine blades discharging
the air at the blade tip my be reduced. Thus, it is possible that a
less complicated blade design may result for the recirculating-gas cuol-
ing system as compared with the blade designs required for air-cooling
systems discharging air at the blade tip. Also, the use of gases in the
recirculating cmling system eliminates the problem of attaining extreme-
ly high fluid pressures, which are required in awater-cooled blade to
avoid overcooking} and it may avoid the dif~icult sealing problems as-
sociated with a liquid-cooling system mploying liquid metals, metal
salts, or metal hytioxides (ref. 4).

Methods for calculating cooled-blade temperature distributions and,
thus, coolant flow requirements are given In references 5 and 6 for air-
cooled turbine blades with the air being discharged at the blade tip and
in reference 7 for return-flow liquid-cooled blades. The equations of
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reference 7 are inadequate for the gaseous-cooled return-flow blade de-
sign of this analysis because they are derived for the assmnption that
the liquid coolant temperature is constant at the average temperature of
the coolant. This assumption is valid for a liquid coolant (see ref. 7),
but a large coolant temperature change may be obtained for a gaseous
coolant flowing in a return-flow blade design. For the return-flow blade
design being considered, it is important to know whether or not the heat
being transferred across the blade insert is negligible. Thus, it is not
certain whether or not the equations of reference 5 which neglect heat
transfer across the inserts of air-cooled blades can be adapted to the
present analysis. Consequentlyj an iterative method using available
theoretical relations for heat transfer (accounting for heat transfer
across the blade insert) and pressure drop was evolved. h this way,
the coolant flow and pressure requirements for the return-flow blade de-
sign considered may be determined.

This report presents (1) the temperature distribution equations
necessary for obtaining the coolant flow requirements of the return-flow

A
0 turbine rotor blade design being analyzed, (2) the resulting coolant

2 flows and pressure requirements for the return-flow blade using hydrogen,
$.- helium, or air as the coolant and being subjected to a range of cooling
H conditions, and (3) an indication as to whether or not the heat being
u transferred across the blade insert may be neglected. In addition, the
d relative size or weight of the ducting required to transport hytiogen,

helium, or air to the return-flow blade is indicated.

The analysis was made for conditions representative of a high-
altitude supersonic turbojet engine (flight Mach number of 2.5 and al-
titudes of 50,000 and 80,~ ft) with a turbine-inlet temperature of
3000° R and a turbine blade root centrifugal stress of 50,000 psi in
order to impose severe cooling conditions on the return-flow blade. Be-
cause of the attractive possibility of using a refrigerated light hydro-
carbon fuel for the heat sink (ref. 8), the investigation was conducted
over an extremely large range of coolant inlet temperatures frcm 250° to
10~0 R, and the coolant inlet static pressures were varied from 3000 to
9000 pounds per square foot. Because of the lsrge number of variables
involved and because the calculation procedure required lengthy itera-
tions, the computations were made on an IBM 650 magnet+c drum calculator.

BLM3E DESCRIPTION

A brief discussion of air-cooled turbine blade designs frmn the
simple hollow blades used by the Germans in 1945 to the more advanced
designs devised by the British and the United States are given in ref-
erence 1. As pointed out in both references 1 and 9, it is necessary
that the internal surface area be large so that a mall quantity of
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cooling air may be used to achieve an efficient degree of blade coolJng a.

within pressure hop limitations. Thus, f@ air-coo~ systems wherein,.
the air is discharged at the blade tip, th~:simple h~Jlow blade or the . _ ““
hollow blade with insert offers very ineff~cient cooling. However,
since the heat-tramfer characteristics of ~%ydrogenad he~um are ex- ‘“– -,
cellent, it was decided that for initial calculation= the simple hollow ““ “.

blade with insert could be used to determifiecoolant flow requirements
and establish trends for the recirculating “iypeof blade nece~sary for
hydrogen or helium as the coolant. ‘.’

Sketches of the return-flow blade considered her=in are shown ln- $
figures 1 and 2. The blade consists of a hollow shell with a cap at the
blade tip and an inner shell or insert. Thg coolant-~_flowsradial~ up-
ward between the blade shell and the insert, downward through the flow
passage formed by the insert, and is disckrged at the blade root.

_—

For the present analysis, the spacing between the blade shell and
——

insert was assumed to be 0.050 inch for the majority “ofthe calculations.
For comparison purposes, spacings of 0.070%nd 0.020 Inch were also c~-

—

sidered. The axial chord lengths of the blade shell ‘~d insert were as- . “~
sumed to be 2.5 and 1.2 inches, respectivefi. In ad~tion, it was as- .-

sumed that the ratio of perimeter over chord was consiant at 2.34 for
~.

the blade shell and 2.1 for the blade inser=; the tt&kest portion of--
.“-——

the blade profile from the pressure to the &action sbace was 0.3 inch; U-
the flow areas were constant in a spanwise.direction;the thickness of
the insert was constant at 0.020 inch; and the blade ~hell had a meta~ ““
area taper ratio of 0.50 from the blade tip’”tothe ro~t where the blade
shell thickness at the tip was 0.020 inch. ..Thebl.ade-’lengthwas 0.50- ~ _ _ ‘
foot. The fallowing table gives the Valueti;:ofblade ‘~eometry-used: ““

spacing
between
blade
shell.
and
insert,
in.

r0.050.070
● 020

‘Mean
spacing
in
pas,sage
formed
‘by
insert,
in.
,

0.090
.050
● 100

Flow area Flow area
between in passage
shell and formed by
insert, insert,
Sq ft Sq ft

0.00204 I
0.00157

.00285 .00087

.00082 .00291

T
Hydraulic Hy&%ullic
diameter diameter
between in passage
blade formed by
shell and insert,
insert, ft

ft

.-

ANALYSIS ‘“

As pointed out previously, it is important to know whether or not
8–

the heat-being tr-sferred across the blade=~nsert of the return-flow

.
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rotor blade design considered herein is negligible. Therefore, heat-
transfer equations were derived which account for heat transfer across
the blade insert in order to compare them with the equation of refer-
ence 5 which neglects heat transfer across the insert. These heat-
transfer equations result in four temperature distribution equations
which form the basis for the calculation of the coolant flow require-
ments for the return-flow blade. The four equations describe the blade
shell temperature ~, blade insert temperature Ts~ coo~nt temperature

between the blade shell and insert TC,l) and the coolant temperature in

the hollow insert TC)II as a function of the blade spanwise distance

measured from the blade root x. (All symbols are defined in appendix
A.) In the present analysis, these four equations were obtained in both .
the form of a &Lfference solution and a closed-form solution. (The deri-
vations of the temperature equations are given in appendix B.) In the
derivation of the closed-form-solution equations, the coolant heat-
transfer coefficient & is assumed constant along the blade span. In
reality, however, hc varies along the blade span because of changes in

the coolant fluid properties with coolant temperature. Consequently,
the required coolant flows for the return-flow blade were obtained using
the difference-solution equations which permit a variation of ~ along

the blade span. In this way, for those cases wherein it was determined
that there was a large variation in ~ along the blade span, results
from the closed-form-solution eqpations may be compared with results ob-
tained using the difference-solution equatims. Also, the closed-form-
solution equation of reference 5 which neglects heat transfer across the
blade insert may be compared with the closed-form-solution equations of
the present analysis to determine the effects of neglecting heat transfer
across the blade insert. (Eq. (20) of ref. 5 is given in appendix B as
eq. (B21).) As in the present analysis, the temperature equation of
reference 5 was derived by assuming that ~ is constant along the blade

span. ~ther discussion of the results obtained using the difference-
solution equations and closed-form-solution equations will be presented

—

in the section RESLJE133AND DISCUSSION.

In order to obtain convenient relations for the temperature distri-
bution equations derived herein, the following simplifying assumptions
were introduced:

(1) The gas-to-blade heat-transfer coefficient and effective gas
t-perature are constant chordwise and spanwise on the blade and are
equal to the midspan value.

{2) The radial heat conduction in the blade shell and insert metal
is negligible ccmpared with the total heat transfer.

(3) Radiation is negligible.
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(4) The temperature drop through the bbde metal.is negligible. #-

(5) The coolant passage flow area is constant in a spanwise direc-
tion.

In addition, one other assumption was &de to simplify the coolant
pressure requirement calculations for the b~ade considered herein. It
was assumed that the 180° bend in the coolairtpassage at the blade tip
produced no pressure loss due to the bend or the mixing of the coolant.

—

A check was made for a few severe cases, and it is believed that the @“–

additional pressure drop due to the bend would be negligible for most of &

the conditions investigated, especially those having coolant inlet
U3

static pressure of 6000 and 9000 pounds per—sqtire fo%t.
-—— —

F&cm the difference solution, the blade shell and insert tempera-
tures at a given spanwise position are (see appendix B)

T + XBT
TB=~

‘c,H ‘%TC,I
Ts=’ l+XS

where

‘c,I,x + ‘c,I,X+&
TC,I = 2

and

‘c,II,x + ‘C,~,X+& :
‘cJI = 2

The coolant temperatures at a given spanwise position are

(1) - -

.

(2)
“

(3)

(4)

.—

hg2#.x(Tg e - ‘B) ‘hC,II,SZ@~TC,II - ‘S) ~
‘c,I,xtAx = TC,l,X + WCC*

&!k[2rh +h(h - 1)]

2gJcp

and

‘C II Sz#(TC II ‘“Ts)

‘c,II,x = ‘c,II,xiAx - - -WC%

(5)

~zh[zrh +h(2n - l)] t
—. 2gJcp

(6) .-
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The procedure for calculating the temperature distributions described by
equations (1), (2), (5), and (6) is an iterative process which requires
an additional equation relating the total heat input to the blade and
the temperature change of the coolant:

q =%cp(Tc,out - ‘c,in~ = ‘gZob(Tg,e - ‘B,av~ (7)

The calculation procedure used herein will be discussed fully in the
following section, ANALYTICAL PRwEmREs. !Lheequations derived frca
the closed-form solution which describe ~, Ts, TC,l, and TC,ll are

given by equations (B15) to (B18) in appendix B; the equation which de-
scribes TB when the heat transfer to the insert is neglected is given
as equation (B21).

The basic equations used to evaluate the pressure requirements of
the recirculating-type hollow blade with insert are presented in detail
in reference 10. In order to utilize the pressure emations of refer-
ence 10 in the
equations were

present analysis, which empioys an
solved analytically.

A.NALZTIC!.ALPROCEMRES

IB~ 650 computer, the

The cooling effectiveness of the recirculating-type hollow turbine
blade with insert is indicated by the amount of c&&~ flow and blade-
inlet coolant temperature required to maintain a given blade shell tem-
perature and be within pressure drop limitations. The determination of
the required coolant flow necessitates the evaluation of the radial
blade shell temperature distribution from equation (1) or equation (B15)
if the closed-form solution is used. This blade taperature distribu-
tion is obtained for an assumed coolant flow and then matched to the
allowable spanwise blade ~perature distribution until a point of tan-
gency exists between the two temperature distributions at a s~smdse po-
sition (see fig. 1, ref. 9). The span position where this point of
tangency occurs is called the critical blade section. The allowable
turbine blade temperature is determined by the design value of the tur-
bine blade stresses and the blade material stress-rupture properties.
A detailed description of this general procedure for determining the
blade critical section is given in reference 9.

When using the difference-solution equations, an examination of
equation (1) shows that an involved iterative solution is required in
order to obtain the required ccdant flow for a given set of conditions.
Before equation (1) can be solved, equations (2) to (6) must be evalu-
ated for a given spanwise increment. Before equation (1) can be ap-
plied to determine the blade shelJ temperature distribution, the turbine
operating conditions and geometry must be specified. ~ addition, the
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blade-inlet coolant temperature and the coolant heat-transfer coeffi- *

cient in coolant legs I and 11 must be knoti; Then, ti allowable span-
wise blade temperature distribution must be &pecitied in order to de-
termine the required coolant flow. The following sections discuss the
methods used to obtain the variables necessary to solve equation (1)
and are followed by a discussion of the calculation pr–ocedureused in
the analysis. When either of the closed-foti-solution equations is used,
it

is

of

is necessary to solve for only ~ (eqs. (B15) or (B18)). Iteration

again required to obtain the required coolant flow for a given set R
conditions. %

Turbine Geometry and Operating Conditions

In order to impose severe cooling ccmditions on the return-flow
turbine rotor blade design chosen for this analysis, an engine design
representative of that required for supersonic flight at high altitudee
was selected. The turbine, which is proper~ matched With the other en-

—

gine components, operates at an inlet temperature of KX20° R and a cen-
trifugal stress at the blade root of the siugle-skge rotor of 50)000
psi. It is assumed that the total metal area of the blade shell and 6-

insert supports the load. The turbine has a tip speed of about 1400
—

feet per second, a hub-tip radius ratio of 0.63, and a rotor blade
length of 6.0 inches. Two values of average’’gas-to-bladeheat-transfer

4

coefficient corresponding to operation at a flight Mach number of 2.5
and altitudes of’50,000 and 80,00Q feet were”investigated.

Allowable Blade Temperature

For this analysis the spanwise allowable blade temperature distri-
bution was evaluated for the 100-hour-life stress-ruptureproperties of
the high-strength alloy, A-286, and the desi–~ stress distributions.
The design spanwise stress distribution was based on a turbine blade
root centrifugal stress of 50,000 psi, an area taper ratio of 0.5, and
a stress-ratio factor. Stress-ratio factors of 1.5and 2.0 were assumed
for this analysis. The stress-ratio factor is a constant of proportion-
ality meant to include the effects of other stresses, such as bending,
vibration, and thermal stresses, as well as “toprovide-same margin of
safety for the effects that fabrication may hhve on the blade material
strength (ref. 9}.

Gas-to-Blade

The average gas-to-blade
from the correlation equation

—

-.
Heat-Transfer Coefficient

heat-transfer coefficient was determined
and method given in reference 11. The

8

.
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following equation, in the notation of the present report, results in

In accordance with reference 11, an average Mach number of 0.70 through
the blade channel was assumed, and (W@/JLP”)g was evaluated from ref-

erence 10. For the turbine rotor blade considered herein, values of
F= 0.092 and z = 0.70 were assumed (see ref. n). The values of p“
and T“ used in equation (8) were calculated at the turbine stage exit,
and the I?mndtl number and other gas physical properties were based on
the blade temperature. For a flight Mach number of 2.5 and altitudes of
50,000 and 80,000 feet, the average gas-to-blade heat-transfer coeffi-
cients obtained from equation (7) are 0.058 and 0.0213 Btu/(sec)(sq ft)
(°F), respectively. Of course, it is possible to choose other flight
conditions and obtain the same values of gas-to-blade heat-transfer co-
efficient. For example, a heat-transfer coefficient of 0.058 Btu/[see)
(sqft)(oF) also occurs at approximately static sea-level conditions.

Coolant Heat-Transfer Coefficient

For the type of cooled blade considered herein, the coolant flow
regime may be either laminar, transitional, or turbulent. In addition,
the flow is probably a mixture of forced flow and free-convection flow
where the Mrection of the free-convection flow is opposite to that of
the forced-convection flow. This type of flow is referred to as counter-
flow (see ref. 12). Since there is only a limited amount of heat-
transfer information available for mixed-flow regimes in counterflow
(ref. 12) and it appears that for conditions considered in this analysis
the flow is very nearly in the forced-flow regime, forced-flow - heat-
transfer correlations were used.

&at-transfer correlations in the laminar and transitional flow
regimes are sffected by the geometry of the coolant passage in which
the geometry is usually defined by an aspect ratio a (ratio of the
longer to the shorter side of a rectangular tube). For the return-flow
blade considered herein, the coolant flow between the blade shell.and
insert and the flow in the insert can be represented as the flow between
parallel planes (i.e., a large aspect ratio). b figure 2 of reference
6, it is seen that the heat-transfer correlations for l.aminar,transi-
tional, and turbulent flow can be plotted conveniently as the ratio of
Nusselt number to Reynolds number Nu/Re against Reynolds number. For
this analysis, it is assumed-that a = 16 (this value corresponds to
flow between parallel planes). It is noted in figure 2 of reference 6

-“
,. .
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that, for a = 16, the ratio Nu/Re Variesonly slightly in the transi- ●

tion&l regime. !l%erefore,it was assumed that Nu/Re
transitional regime and at the seinevalue that results
flow for a Reynolds number of 7000. This transitional
assumed to extend down to a Reynolds number that would
the same Nu/Re ratio in laminar flow.

It must also be pointed out that the flOW between
and insert is essentially the same as the flow between
heated only on one side, whereas me flow in the b~de

is constant in the
from turbulent
regime was -then
also result in

the blade shell
parallel planes
Insert approaches #

N
flow between parallel planes heated equally:on both sides” It is assumed %
that for turbulent and transitional flow re@mes, the same heat-transfer
correlations apply for flow between the bh%de shell and insert and for
flow in the insert because of the flat temperature profiles observed for
these two regimes. For laminar flow, howev~r, the temperature profile
requires that Wfferent heat-transfer correlations b@ used. Thus, for
flow in the insert (equal heat input on both sides), the laminar flow
heat-transfer correlation is Nu = 7.6 (see..fig.2, ref. 6). It can be
shown from the laws of conduction that for-the case of heat input on one
side only, the Nusselt number for lsminar flow is about one-half the
value obtained for equal heat input on both sides of the parallel plsmes.
Thus, for laminar flow between the blade shell and in”sert,NU = 3.8.

.+

For the case when the lsminar flow Nu = 7;6, the transitional regl.me
exists between Reynolds numbers of 2400 and 7000, and for Nu = 3.8 it .

was assumed that the transitional regime ex$sts betwe~ Reynolds numbers
of 1200 and 7000. Thus, the heat-transfer correlations used in the
present analysis are (ref. 6):

Flow regime Reynolds Flow between
nuuiber, blade shell

Re and insert,
Nu

Flow in
blade
tnsert,
Nu

---
7.6

Turbulent ?=7000 0.023(Re)0*8(Pr)0-4 I

The fluid properties in the preceding heat-tmnsfer correlations are —.

based on a film tempemxture. The film temljeraturefor any surface co;
.-

efficient is defined as the average of thej~l.ademeta_ltemperature and
—

the bullscoolant temperature at the span po’’itionbei~ considered.
The fluid properties of hydrogen, helium, and air were obtained frcm
references 13, 14, and 15, respectively. r

—

.
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Coolant Friction Coefficients

h order to determine the pressure requirements for the blade being
analyzed, it is necessary that coolant friction coefficients be known.
For laminar flow (Re <2400) and turbulent flow (Re > 7000) the friction
coefficients were obtained directly from figure 3 of reference 6 where
for the lsminar case the aspect ratio a is 16. In addition, it was
assumed that the equation representing turbulent friction coefficients
would also represent those occurring in the transitional regime
(7000 >Re> 2400) inorder to facilitate the pressure calculations.
Since this will.result in s13@tly higher friction coefficients in the
transitional regime, the pressure WiU probablybe higher than tht actual-
ly required. The two equations used are

,=#

for laminar flow, and

%
= 2 log (fi Re) -0.8

for turbulent flow. The turbulent-flow equation Is the
equation (ref. 16).

Ks’rdn-Nikuradse

Calculation fiocedure

In addition to the variables specifiedby the turbine geometry
and operating conditions, a range of blade-inlet coolant temperatures

[
250°, 500°, 750°, and 1000° R) and blade-inlet coolant static pressures
3C00, 6000, and 9000 lb/sq ft) were specified.

In order to determine the required coolant flow within pressure
drop limitations for a given coolant, blade operating conditions, and a
blade coolant geometry, the coolant flow is calculated first from a
heat-transfer standpoint, and then this coolant flow-is used to deter-
mine the coolant pressure distribution. The calculation procedure for
the heat-transfer calculations was first to ditide the blade into 10
equal spamise increments and assume a coolant flow. (For a few cases,
20 equal increments were assumed. This resulted in essentially the same
temperature distributions and a required coolant flow about 2 percent
lower than the one obtained with 10 increments.) Then, equation (7)
was used to obtain an approximate value of the total heat input to the
blade where the average value of the allowable blade temperature distri-
bution was used as the average blade temperature.
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Using the assumed coolant flow and theappro-te total heat input, ‘
the blade-outlet coolant temperature was determined ~rom equation (7).
Then, equations (2), (5), (4), (1), (6), (3), and (1) were applied to
the first increment (at the blade root) in the order given. In this
case, the blade-inlet and -outlet coolant temperatures were used in
equation (2) for the average values, and the blade-inlet cookt teml?er-_
ature was used the first time equation (1) is referred to so that an
approximate value of blade temperature was determined. The final use of
equation (1) gives the average blade shell “~emperaturSat the midpotnt

—
+

of the first increment. At this point, th&”average c-@lant temperature “~ _“8
as obtained from equations (5) and (6) was used to recalculate the tem- —

perature values for the first increment. The calculation proceeds to
the second increment by utilizing the temperature values obtained for
the first increment.

!lhisprocedure continues until a span@se temperature distributi~ _
has been obtained for the assumed coolant flow. The calculated blade
temperature distribution is compared to the allowable-temperature&Ls-
tribution. If no point of tangency exists between the two curves, another
coolant flow is assumed until a point of tsmgency does occur. Then the
average blade temperature for the coolant f.~owwhich @ves a point of ●“
tangency is used in equation (7) to determine the tot&l heat input to

.——

the blade. The entire procedure is repeated until a heat balace iS ob-
tained for the blade. That is, the heat flow into the blade is equal to .

the product of the flow rate and enthalpy rise of the coolant. This
.-

final value of coolant flow is then used in the presstie distribution
equations described in reference 10, and the pressure change through the
blade is determined.

.

The calculation procedure previously described for the difference-
solution equations would apply if the closed-form-solution eqpations were

—

used. The advantage of using the closed-f~-solutiofi equations Is that _
an individual temperature distribution such-as ~ (eq. (B15) or (B19))

may be obtained without regard to the othe~ temperattie distributions.
w addition, the closed-form-solutionequations offer the possibifit~ of ~.
calculating a temperature at a given spanwi6e position without calcula-
tions at the preceding spanwise positions.~:

—
:,— —.

RESULTS AND DISCUSSION

Comparison of Temperature Distributions Obtained from Difference-

Solution and Closed-Form-SolutionEquations

The spsnwise variations in blade shell, coolant,-and blade insert
tempemtures obtained using the difference-solution equations and the

.

.-
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two closed-form-solution equations are shown in figure 3. Equations (1)
to (6) were used for the difference solution, equations (B15} to (B18)
were used for the closed-form solution considering heat transfer across
the blade insert, and equation (B21) was used for the closed-form solu-
tion neglecting heat transfer across the blade insert. The results
shown in figure 3 are for a spacing of 0.020 inch between the blade
shell and insert, a gas-to-blade heat-transfer coefficient of 0.058
Btu/(sec](sq ft)(°F), and a stress-ratio factor of 1.5. Figure 3(a)
presents the results obtained for air and a coolant inlet temperature
of 1000° R having a required coolant flow of 0.1235 pound per second.
The results shown on figure 3(b) are for hydrogen and a coolant inlet
lxmperature of 250° R having a required coolant flow of 0.CQ99 pound
per second. The temperature distributions illustrated on figure 3 are
typical of those obtained for the other conditicms investigated, the
only difference being that the tanperature gratients may be more or
less than those indicated. A more detailed discussion of the trends ob-
served on figure 3 till be given in the subsequent section Illustrative
Spsmwise Temperature Distributions.

As pointed out previously, in the solution of the closed-form-
solution equations it is assumed that the Inside heat-transfer coeffi-
cient hc (and fius, AB] is constant along the blade span. Consequently,

the two cases shown in figure 3 were chosen because they have widely
different variations in ~. For the conditions of figure 3(a), the

variation in hc is approximately 200 percent. In addttion to the re-

sults showm in figure 3, comparisons between the difference-solution
equations and the closed-form-solution eqyations were also made for
conditions having variations in & less than 25 percent and between 25
and 200 percent. The results of these comparisons are essentially the
same as tiose indicated in figure 3. For the temperature distributions
shown, a value of kB at a spanwise positim x/b equal to 0.45 was

chosen arbitrarily for the closed-form-solution equations.

In referring to figure 3(a) wherein the blade shell temperature ob-
tained from the difference solution (eq. (1)) rises from the blade root
to the tip, the shell temperature obtained from equation (B15), which
considers heat transfer across the blade insert, is in fairly good agree-
ment with the shell temperature from equation (1) except near the blade
root where it is about 30° lower. At an x/b of 0.45 there is exact
agreement as expected. Thus, the difference between the solld line
(eq. (1)) and the dashed line (eq. (B15)) for blade shell temperatures
is due to the spanwise variation in ~. Similar cmuparisons between

the difference solution and the closed-form solution considering heat
transfer across the blade insert are indicatedby the coolant and insert
tempemture distributions shown in figure 3(a). For the coolant taper-
ature distribution in leg 1, there is almost exact agreement between the
~fference and closed-form solutions.
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Now, considering the blade shell temperature distribution for the .—

closed-form solution neglecting heat transfer across the insert (eq.
(B21)}, it is noted that both closed-forrnsdlutions agree at the blade
root and then diverge along the blade span.‘“”Theyagree at the blade
root because the same boundary condition was applied at the blade root
in the solution of the differential equations.

—
Thus, it appears that

—

neglecting the heat transfer across the bla@ insert @l-J-result in blade ““”
shell temperatures lower than when the heat transfer is considered.
Also, the lower shell temperatures result in lower coolant temperatures

$-
in leg 1. (The coolant temperature distribution in leg I when heat ~
transfer was neglected across the insert was obtained-using the shell
taperatures frcm equations (B21) and (l)).

When blade shell temperature obtained frcm equation (1) decreases
from the blade root until about au x/b of 0.6 and then increases
slightly to the tip (fig. 3(b)), agreement between the difference and
closed-form solutions is poor. It must be pointed out that the use of
a constant value of ~B in the closed-formS_solutione~uations can only
result in a shell temperature distribution t~t increases frcm rmt to
tip. Regardless of the poor agreement betwe,~ the blade shell temper-
ature distributions, there is excellent agreement between the coolant G
and insert temperature distributions obtained with the difference- =d
closed-form-solution equations. The coolant-”temperat~edistribution
obtained by using equations (B21) and (1) coincides with that of the

—
“

closed-form solution considering heat transfer across the insert. It
should also be pointed out that blade shell temperature distributions

—

such as shown in figure 3(b) which do not increase from r,ootto tip were
obtained only for coolant inlet taperatures of 500° R or less and for
turbulent or transitional flow regimes.

For a given blade design and operating conditions, turbine-cooking
analyses usually involve the calculation of the required coolant flow,
as was done In the present analysis, or the calculation of blade shell
and coolant temperature distributions for a given coolant flow. The
preceding discussion indicates that the closed-form-solution equations
considering heat transfer across the blade insert may be used for the
blade design considered having coolant inlet”temperaturesabove 500° R.
The choice of the spanwise position where a constant value ~ hc iS __
chosen is arbitrary. However, it is suggest~d that thg.spanwise posi-
tion chosen would be the one where the blade critical section is ex-
pected to be. Depending on the degree of accuracy desired, the closed-
form-solution equations neglecting heat transfer across the blade insert
may be used for coolant inlet temperatures above 500° R. The use of
this closed-form solution may result in bladk shell temperatures about
1 to 5 percent lower than those obtained frcxnthe difference-solution
equations or the closed-fozm-solution equations which consider heat
transfer across the blade insert.

.

.-

Wif- ●
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When the coolant inlet %nperature is less than 5000 R for the blade
of the present analysis, the difference-solution equations should always
be used when calculating a required coolant flow. If tiperature CHS-

tributions are desired for a given coolant flow wherein the coolant is
in the laminar regime, the closed-form-solution eqpations may be used.
For turbulent or transitional flow regimes, the difference-solution
equations should be used.

Tab@ted Results

!l%bleI sumarizes the computed solutions of
per blade (obtained using the difference-solution

required coolant flow
equations) and the re-

sulting static-pressure change through the blade fo~ the re~urn-flow
turbine rotor blade witha spacing between the blade shell and insert
Of 0.050 inch. All results shown in table I are for a turbine-inlet
temperature of 30~0 R, a turbine rotor blade root stress of 50,~ psi,
a stress-ratio factor of 1.5, and a flight Mach number of 2.5. In ad-
&Ltion, two gas-to-blade heat-transfer coefficients are indicated. At
a flight Mach rnnnberof 2.5, the lower value df coefficient represents
an altitude of 80,000 feet, and the higher value represents an altitude
of 50,m feet. Because a large number of calculations are tivolved in
obtaining each coolant flow snd pressure change, only those calculations
involving a blade coolant geomet~ having a spacing al?0.050 inch be-
tween the blade shell and insert were coqpleted.

The present analysis was intended to show methods of calculation
and same of the related effects of coolant inlet temperature on b%kde
shell temperature distributions and cmlant flow requirements for a
return-flow blade using hydrogen, hellum, or air as the cooht. For a
return-flow blade in which the coolant circulates, the coolant flow re-
quirements are not as important with regard to engine performsace as
those of an air-cooled blade discharging the air at we blade tip. The
most tiportant point is to determine whether or not the coolant will cir-
culate. This requires a coolant Mach number less tMn 1.0 and a coolant
pressure rise in the blade (if tl&e is no external pump). Then, the
required coolant flow must be used to determine the design and size of
the ducting necessary to transport the coolant to and frcm the turbine.
If a heat exchanger is used in the system, then the required coolant
flow will also affect the design of the heat exchanger.

The required coolant flows indicated in table I are the coolant
flows Qer blade. As a matter of interest, the required coolant flow
per blade for an air-cooled corrugated-insert turbine rotor blade dis-
charging the air at the blade tip is about 0.05 pound per second for a
coolant inlet temperature of 1000° R and a

r
s-to-blade heat-transfer

coefficient of appro~tely 0.058 Btu~(sec (sq ft)(°F}. This value
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of coolant flow is about 1/6 of that reqtir~d for the.air-cooled return-
flow blade (table I(c)). It must be remembered, however, that the amount
of coolant flow required for the return-flow blade is not as important
as for the air-cooled corrugated-insert blade, because the air or other
coolant does not have to be bled from the compressor flow and is not
dumped into the tailpipe to C13.lutethe exhaust gas.

An examination of table I shows that, in general, the required
coolant flow decreases and then increases as the coolAM inlet temperature
is reduced from 1000° to 250° R. Also noted in table I are the coolant
flow regimes obtained for the coolant flowing between the blade shell and
insert. It is of interest to observe that laminar flow existed only for
a coolant inlet temperature of 250° R a gas’-to-blade-heat-transferco-
efficient of 0.0213 Btu/(sec)(sq ft)(&F), and hydrogeri”.For all other
conditions the flow was either transitional or turbulent with the ma-
jority of the results being in the transitional regime. The reasons for
the trends observed in table I will be discussed in con~unction with the
discussion of the figures which follow subsequently.

Pressure requirements~ - The coolant static pressures at the blade
inlet, tip, and outlet are listed in table 1. ’15ecas”esfor which a
coola& l&ch number of 1.0 was obtained in the coolant passage are indi-
cated as hating no solution. As was pointed out previously, no correc-
tion was made of the coolant static presswe at the blade tip to account
for the fact that the coolant is turned 180° at the tip. A requirement
for the coolant to pass through the blade without an ~ternal pump is
that there is a pressure rise (due to rotation) through the system.

When using hydrogen as the coolant (table I(a)), it is noted that
there is sufficient static pressure available to pass the coolant through
the blade except for a gas-to-blade heat-transfer coefficient of 0.0580
Btu/(sec)(sq ft}(°F) and a coolant inlet static pressure of 30Ml pounds
per square foot. An inlet pressure of 9000 pounds per square foot cor-
responds approximately to the compressor-exit pressure for the turbojet
engine under investigation. For inlet yressures of 6000 and 9C00 powds
per square foot, static-pressure rises occur through the blade for all
conditions and for some of the conditions at an inlet pressure of 3CO0
pounds per square foot. For those cases whsre a pressure drop occurs
through the blade for an inlet pressure of 3000 pounds per square foot,
the pressure drop is small. Thus, there appears to be no major problam
in having sufficient pressure avilable for~ssing hydrogen through the
return-flow blade of this analysis.

It is noted in table I(b) (heMum) that at a gas-to-blade heat-
transfer coefficient of 0.0580 Btu/(sec)(sq ft)(°F) an inlet coolant
pressure of 30~ pounds per square foot iS .@sufficient to pass the re-
quired coolant flow for all coolant inlet temperatures. For coolant
inlet temperatures of 750° and 1000° R, an inlet pressure of 6000 pounds

.

-—

—

.

.

—
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per square foot
coefficient all
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is insufficient. At the lower gas-to-blade heat-transfer
values of inlet pressure are adeqmte except for coolant

inlet temperatures of 750° and U300° R. Thus, the problen-of passing
the required amount of coolant using helim is more difficult than that
using hydrogen for all the conditions investigated.

When air is used as the coolant (table I(c)), the probl~ of pass-
ing the required coolant flow at the high value of the gas-to-blade
heat-transfer coefficient becomes much more critical than for either
hydrogen or helium. A coolant inlet static pressure of at least about
9~ pounds per square foot is required for coolant inlet temperatures
of 250°, 500°, and 750° R, and a pressure somewhat greater than 9000
pounds per square foot is required for an inlet temperature of 1000° R.
At the lower value of the gas-to-blade heat-transfer coefficient, all
values of inlet pressure are sufficient for passing the flow except for
an inlet temperature of 1000° R and an inlet pressure of 3000 pounds
per square foot.

From the preceding discussion it is evident that once the required
coolant flow is determined for a return-flow turbine blade using a given
gaseous coolant, it is extremely important that the pressure change
through the blade be determined to see that the ccdant can be passed.

Illustrative spanwise temperature distributions. - Two different
types of blade shell temperature distribution were obsened when fig-
ure 3 was referred to previously. The blade shell temperature increased
from the blade root to the tip (fig. 3(a)), decreased frcm the blade
root to about an x/b of 0.6, and then increased slightly to the blade
tip (fig. 3(b)). The temperature distributions illustrated in figure 3
are fairly typical of those obtained for the other conditions investi-
gated, with s~ght variations. In a few cases, the blade shell temper-
ature distribution was practically constant from blade root to tip.
For all the conditions investigated wherein the blade shell tempera-
ture decreased fran blade root to tip or was practically constant, the
ccdant flow regime was either transitional or turbulent, and the coolant
inlet temperature was 250° or 500° R. For those cases where the blade
shell temperature rose from blade root to tip for coolant inlet temper-
atures of 250° and 500° R the cmla.nt flow was laminar. The blade shell
temperature always increased fran blade root to tip regardless of the
coolant flow regime for coolamt inlet temperatures of 750° and lCX)O”R.

The decreasing blade shell temperatures from blade root to tip for
coolant inlet temperatures of 250° and 500° R and the transitional or
turbulent flow can be attributed to the fact that the coolant heat-
transfer coefficient is a function of the bulk coolant temperature and
film temperature at a given span position. The bulk coolant temperature
is defined as the average of the coolant temperatures at the inlet and
outlet of a blade spanwise increment, and the film temperature is the
average of the blade shell and bulk temperatures at a given spanwise
increment. The preceding statements will be explained somewh’atby the
following equations.

y~;~, “
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For turbulent flow,

Nu = 0.023(Re]0”8(Pr)0*4

If Prandtl number is assumed constant, eqtition

hcDh ‘c % % 0“8
Y’c

()

———
A ~g Tf
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--

(9)

(9} can be rewritten as

(lo) p
g
w

From references 13 to 15 the fluid properties csm be.evaluated as a
function of the film temperature so that equation (10) beccmes

0.8T:.8
C3WC ,,

hc =
T: .’

(u)
--

where s is an exponent which, depending on the coolant physical proper:
ties, will vary between about 0.50 and 0.75. An equation similar to

-.

equation (11) can be obtained for the transition regime:
--

WcTb .
hc=C4—

$.

(12)‘- ,

where m is an exponent dependent on the coolant physical properties.
The exponent m will not necessarily have_the same value as s of
equation (n} because of the different exponents on the Reynolds riumber
for transitional and turbulent flows. ‘“

—

The coolant heat-transfer coefficient in equations (11} and (12)
can be evaluated as a function of bulk temperature by assuming a constant
blade temperature at any given spanwise increment and a constant coolant
weight flow. At the lower bulk temperature~, 250° t~500° R, the cool-ant =
heat-transfer coefficient increases with an increase-in bulk temperature
at a faster rate than it does in the range:uf bulk temperatures above
500° R. Thus, because of the greater rate of increase of the coolant
heat-transfer coefficient along the blade 6pan in the range of low cool-
ant bulk temperatures, the blade shell temperature decreases or remains
re~tively constant from blade root to tip when the fZOW fS in either .- ..
transitional or turbulent range.

-.
.— —— _

Several Factors Affecting Required Coolant Flow

The changes in the required coolant flow due to variations in the
blade-inlet coolant temperature are shown in figures-~ to 6. In addi-

.

tion, the effects of the coolant used, the spacing between the blade
.
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shell and insert, and the stress-ratio factor on the required coolant
flow are shown in figures 4, 5, and 6, respectively.

Effect of blade-inlet coolant temperature. - An interesting point
derived from figures 4 to 6 is the trend observed for the required
coolant flow as the blade-inlet coolant temperature is changed. In all
cases the required coolant flow decreases as the coolant inlet temper-
ature is reduced until a minimum value is reached. Then, further reduc-
tions in the coolant inlet temperature cause an increase in the required
coolant flow. Similar trends may be observed in table I. Thus, the re-
sults shown in figures 4 to 6 and table I indicate that there is sane
limiting value of blade-inlet coolant tempe~ture where further reduc-
tions in this temperature are undesirable for the purpose of reducing the
required coolant flow. For all the conditions investigated wherein the
required coolant flow decreases and then increases with reductions in
the coolant inlet temperature, the coolant is in the turbulent or transi-
tional regime for each coolant inlet temperature (see table I). If
laminar flow existed for each coolant inlet temperature, then reductions
in coolant inlet temperature would cause reductions in the required cool-
ant flow.

The trends shown in figures 4 to 6 and table Zmaybe explained in
two ways. In order to proceed with the explanation it must be pointed
out that for sane of the conditions investigated, the amount of heat re-
moved Q was relatively constant as the coolant inlet temperature was
changed from 1000° to 250° R. In other cases, however, the value of Q
decreased and then increased as the coo-t inlet temperature was re-
duced. ~us, for the latter cases, the required coolant flow my be
higher at a coolant inlet temperature of 250° R than at, say, 500° R,
because Q is higher at 250° R. For the cases wherein Q is relatively
constant, the trends shown in figures 4 to 6 and table I may be explained
by using equations (n) and (12} and the following relation:

Q= ‘Czib% - w (13)

Ccmbining equations (1.1)and (13) and equations (12) end (13), solving
for the coolant flow, and assuming that Q is constant result in

for turbulent flow, and

(14)

.
(15)

.-
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for transitional flow. Assuming a range 0$ values of.blade and bull–
temperatures for coolants of hydrogen, helium, and air for equations
(14) amd (15) shows exact3y the same trends as those”~n figures 4 to 6
and table I. That is, as the bulk tempera@re was reduced, the coolant
flow decreased until a minimum was reached ‘&ndthen increased with
further reductions in bulk temperature. This again is due to the effect
of the coolant properties (expressed as a f@ction d-film temperature)
on the coolant heat-transfer coefficient. The effect of variations in
blade temperature shifted the minimum temperature point: the higher the
blade temperature, the higher the minimum coolant temperature.

Effect Of coobt. - The effect of the”type of coolant used in the
return-flow turbine blade on the required c’oolantflo-wis illustrated-
in figure 4 for a gas-to-blade heat-transfgjjcoefficient of 0.0580
Btu/(sec)(sq ft)(°F). As would be expected”because or the excellent
heat-transfer characteristics of helium andhydrogen (the specific heats
of helium and hydrogen are 1.24 Btu/(lb)(°F) and about 3.5 Btu/(lb)(OF),
respectively, as compared to 0.24’Btu/(lb)(°F) for air), the required
coolant flows have been reduced considerably when usi-~ helium or hy&o-
gen instead of air. For exsmple, the use of air as the coolant for a
given coolant inlet temperature requires an ’increase@ the required
coolant flow of about 15 times over that required when using hydrogen
and about 6 times as much as that required when using-helium. It is
noted that the ratio of the coolant flow requirements for any two of the
coolants is approximately the same as the r@tio of their specific heats.

.

“---

—

—

—
..

Effect of spacing between blade shell End insert. - ‘Thereductions
obtained in the required coolant flow as the spacing betwesn the blad~
shell and insert is decreased from 0.070 to””0.020 inch are resented

f

fora gas-to-blade heat-transfer coefficient of 0.0580Btu sec)(sq ft)
(OF) using coolants of hydrogen (fig. 5(a)) and air (fig. 5 b)). For
both hydrogen and air the required coolant-flow is reduced by a factor

of approximately ~ as the spacing is changed from 0.CJ70to 0.020 inch. .—

The coolant is in the turbulent or transitional regime for all.of the
conditions shown in figure 5.

Fran a heat-transfer standpoint, the advantage of decreasing the
spacing between the blade shell and insert f’rom0.070to 0.020 inch is
apparent in figure 5. For both hydrogen and air the required coolant
flow has been reduced considerably. For exiimple,the required coolant
flow for a spacing of 0.070 inch, hydrogen,”””anda coola,ntinlet temper-
ature of about 600° R is approxinvately4 times the amount required for
a spacing of 0.020 inch with other conditions being the same. It W&K
expected that the coo~t- flow reqpiremeats-would be reduced as the spat-”
ing between the blade shell and insert was changed fmm 0.070 to 0.020
inch because the coolant velocities are increased as -theflow passage

—
.

becomes smaller and, thus, the coolant heat-.transfercoefficient
increases.
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The preceding discussion indicates that, from a fabrication stand-
point, it is desirable to have as mall a spacing between the blade
shell and insert as practical in order to reduce the coolant flow re-
quirements. However,”the results shown in figure 5 do not consider the
pressure limitations that may be encountered for the various spacings
and coolants shown. It is noted in table I(a) for a gas-to-blade hea.t-
transfer coefficient of 0.0580 Btu/(sec)(sq ft)(’?l?)tlmt sufficient
pressure is available for passing the coolant flow for all coolant inlet
temperatures and pressures except for a coolant inlet temperature of
lCOOO R and a pressure of 3000 pounds per square foot. Although the re-
sults shown in table I(a) are for hydrogen and a spacing of 0.050 inch,
it may be assumed that there will be sufficient pressure available to
pass the required coolant flows obtained for hydrogen, a spacing of
0.070 inch, and the conditions indicated in table I(a). This assumption
cannot be made when the spacing is reduced to 0.020 inch. For the con-
ditions indicated in figure 5(a) anda spacing of 0.020 inch, calcula-
tions show that a coolant inlet pressure of 3000 pounds per square foot
was not sufficient to pass the coolant flow at any coolant inlet tem-
perature, and a coolant inlet pressure of 6000 pounds per square foot
was not sufficient to pass the coolant flow at coolant inlet tempera-
tures of 750° and 1000° R. It is noted in table I(c) and figure S(b)
for a spacing of 0.050 inch that with air as the coolant a coolant in-
let pressure of 9000 pounds per square foot is required to pass the flow
for inlet temperatures of 250°, 500°, and 750° R, and a value greater
than 9000 pounds per square foot would probably be required to pass the
flow at a coolant inlet temperature of 1000° R. For a spacing of 0.070
inch with air as the coolant, the pressure requirements were only sligh%-
ly better than those indicatedin table I(c), and for a spacing of 0.020
inch the pressure requirements were worse. Thus, in order to design
successfully a recirculating-type hollow turbine blade with insert, both
heat-transfer and pressure calculations must be made for the given cool-
ant geometry, coolant, and conditions.

Effect of stress-ratio factor. - The design value of the turbine
rotor blade stress is usually larger than the actual centrifugal stress
for cooled turbine blades. This difference may be accounted for by in-
troducing a constant of proportionality called the stress-ratio factor.
Idmited unpublished experimental data obtained on air-cooled turbine
rotor blades fabricated from high-temperature alloys indicate that
stress-ratio factors from about 1.5 to 2.0 were obtained. The results
that have been presented in this report have been for a stress-ratio
factor of 1.5. In order to determine the effect of a stress-ratio
factor of 2.0 on the required coolant flow, calculations were made for
hytiogen, a spacing between the blade shell and insert of 0.050 inch,
and a gas-to-blade heat-transfer coefficient of 0.0580 Btu/(sec)(sq ft)
(°F). Therestitsof this calculation areshowninfigure6. Witha
large stress-ratio factor the allowable blade temperature for a given
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stress value will be decr”ns~” and, thus, the coolant flow requirements
will be higher. The results shown in figure 6 indicate that the required
coolant flow for a stress-ratio factor of 2.0 is about 12 to 20 percent
higher than that obtained for a stress-ratio factor of’1.5.

Effect of coolant flow rate on size of coolant ducti~. - Once it
has been established that for a given set o.?conditions and return-flow
blade geametry the required coolant flow caribe circulated, the size of
ducting necessary to transport the coolant~o and from the turbine must be
determined. If a heat exchanger is used in,,thecoolant system, then the
required coolant flow will also affect the design of the heat exchanger.
The calculations necessary to determine the ducting size and possible
heat-exchanger design for the return-flow blade cooling system are be-
yond the scope of this report. However, it is desirafileto have sane”
indication of the relative size or weight of the ducting required to
transport hydrogen, helium, or air with all other operating conditions
remaining the ssme.

A comparison of the size of the ducting reqtired to tramsport the
coolmt to the Made was nmde on the basis of equal pressure losses for
a condition of turbulent flow in the ducts. TMs comparison was made in
the following manner:

The pressure loss in the pipe due to friction alone can be expressed
as

—

~ . 2pv2fL
@

(16)

for the case of constant values of pressure loss AP/P, length L, and
coolant Mach nmber M. Equation (16] can be rewritten as

D= Klf T (17)

For turbulent flow the friction coefficient can be given by (ref. 17,
p. 119)

= 0.046f—
~eo.2

(18)

Canbining equations (17) and (18) gives

.

.

.
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.
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(19)
—

.

.



NACA RM E5T818

If the Reynolds

~Mef#,iJ.G”

nmnber of the coolant is defined as

WCD
Re=—

Ayg

then equation (19) becumes

()
0.25

D = K3(T~I-.25k
‘c

23

(20)

Using equation (20) and the properties of the coolant at the blade
inlet, the required coolant ducting diameters (pipe diameters) are pre-
sented in figure 7 on a relative bases where the required pipe tiameter
for air at an inlet temperature of 250° R was used as the base. The
conditions investigated are for a gas-to-blade heat-transfer coefficient
of 0.058 Btu/(sec)(sqft)(°F).

Figure 7 shows that the use of air as the cwlant would require the
smallest size ducting. Hydrogen and helium require pipes about 1.6 and
1.9 times the dismeter of the air ducting. Helium requires a larger
size pipe than hydrogen because of the effect of a larger value of T
ti equation (20). The values of T for helium, hydrogen, and air are
approximately 1.66, 1.39, and 1.40, respectively. The air curve stops
at an inlet temperature of 750° R because choking occurred in the coolant
passage for ~ inlet temperature of 1000°R (see table I(c)).

Without a ccmplete analysis not too much can be said about the
weight of the required ducting except that the pipe weight will increase
with the required diameter and wall thickness, which will be a function
of the required pressure for constant AP/P.

The preceding discussion points out the necessity of taking extreme
care in evaluating a return-flow blade coolant system using hydrogen,
helium, or air. Although the required coolant flow rates for hydrogen
and helium are considerably smaller than those obtained for air, the
coolant ducting requirements based on equal pressure losses, equal cool-
ant Mach number, and equal duct strengths are more severe than those for
air with respect to size and weight.

CONCLUDING REMARKS

The purpose of this investigation was to obtain the coolant flow
and pressure requirements for a return-flow turbine rotor blade design
which utilizes hydrogen, hefium, or air as the coolant. The results
presented herein were obtained for only one turbine geometry and two

mii!i%3” ‘ “:’._
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operating conditions which are representative
able of supersonic flight at high altitudes.,
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of a turbojet engine cap- .
In addi~ion, a range of

coolant inlet temperatures and pressures wag asswed.=.It iS be~eved
that the trends observed in this analysis are representative of those
which would be obtained at other operating .~onditionsx

Without further study it is difficult to reach definite conclusions
as to the relative advantages or disadvantages of air-cooling systems
wherein the air is discharged at the blade tip, liq~id-cooling systems,
and the recirculating-gas coo~ng system considered iiithe present report.
For a given engine design and operating conutions each cooling system
must be evaluated on the basis of (1) ease of fabrication of the particu-
lar cooled turbine blade design, (2) the required size and weight of the
coolant ducting, and (3) the effect of the given cooHng system on en-
gine performance. With regard to engine performance, the recirculat~-
gas cooling system would have the same effect on performance as the
liquid-cooling system.

On the basis of the results of this analysis it appears that the
return-flow blade design considered herein would cool turbine blades
adequately over a wide range of operathg conditions using either hy-
drogen, helium, or air as the coolant. It is well to point out that
coofing systems using hydrogen or helium may present additional cc8.npli-
cations because of the &lfficulty in sealing these two coolants in a
closed system. Also, on the basis of the preliminary calculations made
on coolant duct size, both hydrogen and helium will require larger and
possibly heavier coolant ducts than air, even though their respective
coolant flows are considerably less than air.

SUMMARY OF RESULTS

The results of this analytical investigation to determine the
coolant flow and pressure requirements of a return-flow turbine blade
design which utilized hydrogen, hekl.um,or air are summarized as
follows:

1. The use of air as the coolant for the return-flow blade requires
an increase in the required coolant flow of about 15 times that required
when using hydrogen and about 6 times as much as that required when us-
ing helium.

2. When air is used as the coolant for the return-flow blade, the
problem of passing the required coolant flow beccunesmuch more critical
tham for either hydxogen or helium.

+
mco
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3. Regardless”of the coolant used, with transitional or turbulent
flow a minimum value of coolant inlet tem~rature is reached where
further reductions in this temperature till result in increases in the
required coolant flow.

4. Decreasing the spacing between the blade shell and insert from
0.070 to 0.020 inch reduced the required coolant flow by a factor of

apprtimately %; for hydrogen and air used as the coolants. Care must

be taken, however, that the spacing is not so small that extremely high
pressures will be necessary to wss the required coolant flow.

5. For a range of coolant inlet temperatures freon250° to 1000° R,
a change in stress-ratio factor frcm 1.5 to 2.0 results in about a 12 to
20 percent increase in the required coolant flow.

6. On the basis of preklminary calculations, the use of air as the
coolant for the return-flow blade would require the smallest diameter
coolant ducting to transport the coolant to and from the turbine blades.
Eydrogen and helium required pipes about 1.6 to 1.9 times the diameter
of the air ducting.

7. The use of equations which neglect the heat transferred across
the blade insert will result in blade shell temperatures from about 1
to 5 percent lower than those obtained when the heat transfer across
the insert is considered.

Lewis Flight Propulsion Laboratory
National Advisory Committee for Aeronautics

Cleveland, Ohio, February 21, 1957
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APPENDIX A
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A

b

c

c3)~4

C5JC61

1?

D

Dh

F

f

g

h

J

K1)K2

‘3 }

k

SYMBOLS ~

flow area, sq ft

turbine blade span or length, ft

constant in eq. (10)

constants in eqs. (n), [12), (14), and (15)

specific heat at constant pressurej Btu/(lb)(°F)

diameter, ft

hydraulic dhneter (for infinite slot, 2 times
makes up flow passage), ft

mean coefficient, function of blade transition
nuaiber

friction coefficient

standard acceleration

average heat-transfer

mechanical equivalent

S~Ci~ which

ratio and Euler

.-

due to gravity, 32.174 ft/sec2

coefficient,:Btu/(see)(sq ft)(°F)

of heat, 778’ft-lb/Btu

constants in eqs. (17), (19), and (20)

thermal conductivity, Btu/(see)(ft)(OF)

‘w

.

,-,
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L

2

M

m

n

Nu

P

P“

Pr

Q

Re

r
.

s

T

T“

TB

Tb

Tc

‘f

v

w

x

z

.

.

a

length, ft

perimeter

coolant Mach number

exponent, function of coolant physical properties

number of blade spanwise increments

Nusselt number> hcDh/kC

static pressure, lb/sq ft

total pressure relative to turbine rotor blade, lb/sq ft

Prandtl number, ~~g/k

heat input, Btu/sec

Reynolds number of Cmlant, w#h/AVg

radius, rt

exponent, function of coolant physical properties

temperature, ‘R

total temperature relative to turbine rotor blade, ‘R

average blade shell temperature at spanwise position, %

bulk coolant temperature, %

cmlant temperature with respect to coolant passage, %

film coolant temperature, %

velocity, ft/sec

weight flow, lb/see

spanwise distance measured from blade root, ft

exponent, function of blade transition ratio and Euler number

aspect ratio, longer side of rectangular tube/shorter side of
tube

-..+
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1- ratio of specffic heats

‘g/hc, I,B

hc,I,EY’%,II,s

P viscosity, f31ug/(sec)(ft)

P density, lb/cu ft

u angular velocity, radi.an/sec

Subscripts:

av

B

c

e

~

h

i

in

n

o

out

r

s

t

x

I

II

average

blade shell

coolant

effective

gas

blade root

inside

blade inlet

number of spanwise increments

outside

blade outlet

radius> ft

blade insert

total

,,

.,,

.,,

.,.,

.

.,

.-

—

. .-

—

.-

.

—

spanwise distance measured from blade root ‘- -.
—

coolant leg between blade shell and blade insert (see fig. 2)

coolant leg in hollow insert (see fig. 2)

.

—
.

.

—

-.

*

.
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APPENDIX B

m
co
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ONE-DIMENSIONAL SPANWISE TEMPER&TURE DISTRIBUTION EQUATIONS FOR

RECIRCULATING-TWE HOLLOW TURBINE BLADE WITH INSERT

Difference i%lution Considering Heat ‘IkansferAcross Insert

A heat balance for a small section of blade height Ax (see fig.
2], neglecting radial conduction and radiation, results in the fol.lowing
two equations:

and

c,II,SZE@Tc, II -h ‘s) ‘h@,sg#(TS - ‘c,I~ (B2)

The temperature rise of the coolant in leg I due to heat transferred
by the shell.and insert is

‘Ccp(TC,I,x+AX - ‘c,I,x~ = hgzo~(Tg,e - ‘B] ‘hC,II,Sz&fTc,II - @

The heat transferredby the

‘Ccp(TC,II,x+& -

(B3)

insert to the coolant in leg II is

‘c,II,x~ ‘%, II,@#(Tc,~I ‘TS) (B4}

The cmlant temperature rise from the blade root (r =
r due to compression is givenby

‘h) ~ q rtiius

dTc . u%
F ~

(B5)

where

r=rh+x

Integrating equations (B5) bsbween the limits of rh and r gives
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By considering n number of increments AX,
written as

NACA RM E57B18 .

equation (B6) can be .

Tc,r+nAx * {(rh + *)2 - [rh + (n - 1)Ax12}- ‘c,rh+(n-l)zlx= 2gJcp

or, by simplifying,

Tc,r+dx - ‘c,rh+(n-l)Ax = % [2rh+zYx(2n - 1)]

By ccmbining equations (B3) and (B7), the coolant temperature out in
leg I for the increment Ax (fig. 2) beccmes

T T ‘gZ~(Tg,e - ~) +h.,II, Sl@(T.,ll - Ts)
c,I,x+A.x= c,I,x + +

‘CCP

Likewise, by combining equattons (B4} and
out in leg II for the increment Ax (fig.

(B7)

2gJcp

(B7) the coolant temperature
2) becomes

hc 11 CJZ#(Tc II - TS] - m2A[2rh+~(2n - 1)]
T =Tc,II,x c,II,xi& - Weep 2gJcp

(6)

The blade shell and insert temperatures for an increment Ax sre ob-
tained from equations (Bl) and (B2):

where

‘C,II+ %TC,ITs =
1+$

(1)

(2)

.

.

ii

—
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Closed-Form Solution Considering

A closed-form solution may be

‘c,I,S

‘c,II,S

Heat !EransferAcross Blade Insert

obtainedby utilizing equations (1}
and (2) and the following two expressions for-the change in coolant”
perature in legs I and II due to heat transfer and compression:

P’ p.

‘TC,II ‘c 11 SZS(TC,I1 - Ts] +

dx= Cpwc

dTc ~ 20(Tg ~ - TB) ‘C,II,SZS(TC,II - ‘S) + &(rh + x)

dx= Crew. -f- c_w. gJcp

d{rh~x) “
gircp

tem-

!@8)

(B9)

The next step in the derivation of the destied blade and insert tempera-
ture distribfitionequations is to solve equation (1) for TC,l, obt-tin

dTc,l/dx, solve equation (2) for TC,ll, and obtain dTc,I~dx. The

value of TC,l obtained from equation (1) is inserted in equation (2).

In addition, the value of TC,ll o%tained from equation (2) is inserted

in equations (B8) and (B9). Therefore, by assuming TE,e and kB are
constant along
(1):

From equations

the blade span, the following is obtain~d from equation

~gI=(l+~)# (B1O)

(1) and (2), for constant values of ‘I!g,e,~B, and AS

(Bll)

Equating equations (B8) and (B1O], substituting the value of TC,ll from

equation (2) (and substituting the vslue of TC,l from eq. (1) in eq.

(2)) in equation (B8), and simplifying lead to the following equation:

dTB
~ + G1~ = G2TS + G3X + G4 (B12}

where
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hgzo + ‘C,I,62S

‘CCP
(1 +@

+@kT
&

.-
‘Ccti

—

hg~o + %,1,s%

‘CCP Weep

l+h~ T
g>e

+ G3rh
b..

“

Likewise, equating equations (B9) md (Bll], substitute% t~ value of
TC,ll from equation (2) in equation (lN), and simplifying lead to the

desired equation for dT#ix :

dTS
~ + G5TS = G6~ + G* -I-G8 (B13)

.

where

‘c,I,S%G5=-
‘CCP

1+UZJ.EWE+.,rh
Wc
CP

to equations (B12) and (B13) are

[

I’lglois
Ga = ‘g)e (1 +-XJWCCP

The boundsry conditions assigned

atx=O ‘c,I = ‘c,~a = ‘c)in

andatx=b T1
c, >b = ‘c,IIx=b I

—.

—

(B14) .

.
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Simultaneous first-order linear differential equations with constant
coefficients (eqs. (B12) and (B13)} involving two dependent variables
(~ and Ts) and one independent variable x sre now available. A

solution of these simultaneous differential equations may be obtained by
following the procedure outlined on page 312 of reference 18. The solu-
tion results in the following two equations:

x

‘B = C1Ylem3 ~ + C2Y2em4~ +Y3 ~ + Y4

x
m3 ~ m4 ~

TS = Cle + C2e -Y5$$+Y6

(B15)

where Cl and C2 are integration constants, m3 and m4 are real,

ad yl~ y2> y3J y4> y5> ~d

‘1 =

‘6 are given by

G2

%+G1

‘2 =

‘3 =

‘4 =

y5 =

y6 .

Y7 =

y8 =

G7

‘2 ‘G1

(G3-~)b
L

G2Y7

‘1Y9 -G3+—
‘8

G?

Y7b

.i ~

y8Y~0 + y~y7

Yg

G1G7 +G6G3

G6G2 - G5~



34 NACA RME57B18 .

Ylo =

‘3 =

rx14=

%=

mz =

G7 + ‘1’8 -I-‘6’4 ‘:

‘5 +-G1 . —

%-b

%b

-(G5+G1) +~(G5+Gl]2+4Y8

2

-(G5+G1) -J (’5 +..’1)2+4Y8

2

By using equations
ture distribution equations can be fou~: ‘“

(1), (2), (B14), and (B15), the coolant tempera-

( m3 ~ tu4~
Tcjll = (1 +As) C!le + C2e

‘-- )
‘y5&y6 +

(

m3 ~ IE4~
(1 + ~B)(~s)‘~ - ‘lcle - y2c2e

)
-Y3:-Y4 (B18)

The coolant inlet temperature

of the ftist bounds.ryconditions of

&
c1 =

[‘1 +-F‘Tc,I,in

Using the second boundary condition
and the preceding expression for Cl yields

‘c,I,in is assumed. Thus, the use

equations (B14) and (B17) yields

-I-XBTg,e) - Y2C2 - Y41 (B19)

of equation (B14) in (B17) and (B18)

.

.-

.-

.

-“

—

.

.

.
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TcIin:fiy
+pl(l+~) -1](” ; ~B +1 ,AB - .)+(l+~HY3+Y4) +Y5-Y6-~Tg,e

C2 =
Y2em3
~ [

Y1(l+XB) - 1] - 34[Y2(l+2# - 1]

(B20)

Equation (B20) allows C2 to be evaluated when the inlet coolant

temperature, the various geometries, and constants sre assigned. This,
in turn, permits calculation of Cl from equation (B19), and, hence,

% ‘%% ‘c,I# ad TC,ll may be calculated from equations (B15) through

(B18), respectively.

Closed-Form Solution Neglecting Heat Transfer Across Blade Insert

Once the heat being transferred across the blade insert is considered
negligible, then the blade shell temperature distribution equation de-
rived in reference 5 (consideringthe same simplifying assumptions made
in the present analysis) is applicable for the return-flow blade design
described herein. The derivation of reference 5 results in a first-
order linesr differential equation with constant coefficient. Applica-
tion of the boundary condition TC,l = Tc,in when x = O results in a
closed-form solution for obtaining the spanwise blade shell temperature
distribution. The equations which give this blade shell temp=ature
distribution are equations (18) and (20) of reference 5. Equation (18)
considers the coolant temperature change due to heat transfer and rota-
tion, and equation (20) considers the change due to heat transfer only.
In general, the rotational terms are small and may be neglected. Equa-
tion (20), in the

1.

2.

notation of this report, is

% = ‘gje - (Tg,e -Tc,in)~
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TABLE I. - COOLANT FU3QUIREMENTSFOR RECIRCULATING-TYPE

HOLLOW-INSERT TURBINE BLADE

[Turbine-inlettemperature, 300@ R; flight Mach
number, 2.5; blade root stress, 50,000 @i;
stress-ratio factor, 1.5; spa’cingbetween blade
shell and insert, 0.050 in~

(a) Coolant, hydrogen

;as-to- Coolant Required Coolant Coolant Coolant Coolant
ikde heat- inlet coolant inlet static outlet flow
hransfer temper- flow per static pressure static regime
:oeffi- ature, blade, pressure, at blade pressure,
tient, Tc,in, Wc, Pc,i~, tip, ‘ PC,out,

h
%’ oR lb/see lb/sq ft pc,I,b} lb/sq ft

Btu/(see) lb/sq ft
[Sq ft)(%)

0.0580 250 0.0244 3000 2738 2>943 Transitional

6000 6261 7,624

9000 9572 11,790

500 0.0171 3000 2657 2,945 Transitional

6000 6051 7,472

9000 9248 11,540

750 0.0165 3000 2416 2,387 Transitional

6000 5910 7,289
9000 9094 11,380

1000 0 ●0194 3000 (a) (a) Transitional

6000 5668 6,862

9000 8914 11,1-10

0.0213 250 0.0017 3000 3090 3,911 Iaminar
6000 6224 7,891
9000 9387 U, 900

500 0.C063 3050 3,774 Transitional
6000 6150 7,610
9000 9237 11,410

750 0.0061 3000 3026 3,822 Transitional
6000 6117 7,748
9000 9195 11,640

1000 0.CX371 3000 2994 3,776 Transitional
6000 6090 7,719
9000 9165 11,620

?.TfirI-1..4-4~..

a

.

.-

.
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TYPE HOLLOW-INSERT TURBINE BLADE

39

RECIRCUIATING-

[Purbine-iulet temperature, 3~0 Rj flight Mach number,
2.5; blade root stress, 50,000 psi; stress-ratio
factor, 1.5j spacing between blade she~ and insert}
0.050 in~

:as-to-
il-adeheat-
bransfer
m’effi-
:ient,

hg)
Btu/(see)
[Sq f%)(%)

0.0580

0.0213

(b) Coolant, helium

No solution.

!Oolant
.nlet
iemper-
Lture,

‘c,in~
OR

250

500

750

1000

500

750

1000

Required coolant
coolant inlet
flow per static
blade, pressure,

L
WCJ ‘c,in~

lb/see lb/sq ft

0.0675

l%%-

l-7m---r

0.0463 I 3000

I 9000

0.0534
w

0.0248 3000

6000
9000

0.0175 3000
6000
9000,

0.0171 3000

-EEE

Coolant coolant
static outlet
pressure static
at blade pressure,
tip, PC,out)
pc,l,b~ lb/sq ‘t
lb/sq ft

1

9897 11:280

-
I

9248 10:890.
(a) ()
(a) (:)

8553 1o,o11

::]
()
(:)

8185 8,376
3100 3,850

6402 7,963
9690 12,050
5002 3,463
6388 7,701
9681 SL,744

Coolant
flow
regime

Ikansitiond

Transitional.

Transitional

Transitional

--l
1IhKlsitional
II!ransitioual
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TABLE I. - Concluded. COOLANT REQUIREMENTS FOR RECIRCULATING-

TYPE HOLLOW-INSERT TURBINE BLADE .

[Turbine-inlet temperature, 3000° R; flight Mach number,
2.5j blade root stress, 50,000 p~ij stress-ratio

factor, 1.5j spacing between blade shll and in=rt,
0.050 in.]

(c) Coolant, air

Gas-to-
blade heat-
transfer
coeffi-
cient,

h,

?Btu/ see)
(Sq ft)(%)

0.0580

0.0213

holant
inlet
iemper-
rbure~

‘c,in~
OR

250

500

750

1000

250

500

750

1000

?equired
>Oolant
;lowper
>lade,

Wc,

lb/see

0.3629

0.2551

0.2528

0.3129

0.1165

0.0735

0.0730

0.0901

Coolant Coolant Coolant Coolant
inlet static outlet flow
static pressure static regime
pressure, ahblade pressure,
PC,in) tip; Pc,out~
lb/sq ft ‘c;~,b~ lb/sq ft

lb/sq ft

(a) (a) Turbulent

6000 (a) (a)

9000 23,022 11,885

6000 (a) (a)

9000 I 14.720 I 10,085

I (a) I (a) ITurbulent

6000 (a) (a)

9000 I 11.800 I 7.094
I I 4

3000 {a) I (ii) I’lurbulent

6000 (a) (a)

9000 (a) (a)

3000 7,336 7,247 Turbulent
14;895 15;670

9000 22,396 23,790
4>718 3,450 Transitional

6000 9,970 8,223

9000 15,087 12,630
3000 3,819 2,589 Transitional

6000 8,572 7.633.
9000 13,068 11;890
30’00 () a Transitional
6000 7,;07 6,905
9000 11;987 11;270 I

.

‘Nosolution.

d*

b@- ““-. “.-..
“.
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. Figure 1. - Sketch of return-flow blade.
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Figure 2. - Schematicdiagramof recirc~ting-type. hollow turbine

blade with insert.
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